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CONSTRUCTION DETAILS FOR MONTEVIDEQO ROAD

CONTROLLER CABINET.SIGNAL HEADS AND SIGN. {(NOTE - 1'-3"” 90 DEGREE PVC BEND)

INSTALL NEW 38’ MAST ARM POLE,
INSTALL PROPOSED HANDHOLE.

INSTALL 3” POLYVINYL CHLORIDE (SCHEDULE 40) ELECTRI
INSTALL 4" POLYVINYL CHLORIDE (SCHEDULE 80) ELECTRI

N

USE EXISTING CABINET. CONTROLLER. AND AMPLIFIERS.
INSTALL 1" FLEXIBLE NON-METALLIC ELECTRICAL CONDUIT FOR DETECTOR LEAD-IN.

INSTALL 6’ x 30’ QUADRUPLE TYPE LOOP DETECTOR (3-6-3 TURNS) ENCASED IN g4
INSTALL MICROLOOP TRIPLE PROBES.
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FLEXIBLE TUBING.

REMOVE EXISTING HANDHOLE.

CAP AND ABANDON EXISTING CONDUIT.

REMOVE EXISTING MAST ARM AND ALL ATTACHED EQUIPMENT.
EXISTING CONDUIT AND WIRING TO REMAIN.

CONNECT NEW LOOP DETECTORS TO EXISTING LEAD—IN CABLES.

USE EXISTING CONDUIT.

USE EXISTING HANDHOLE.
INSTALL 6’ X 6’ LOOP DETECTOR (4 TURNS) ENCASED IN!/4" FLEXIBLE TUBING.
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NOTES:
{. THE SIGNAL CONTRACTOR SHALL CONFIRM GEOMETRICS PRIOR TO THE INSTALLATION OF SIGNAL EQUIPMENT. REVISIONS ' APPROVALS '
. ) A /1 T - T i MEa |
2. LOOP DETECTORS AND CONDUIT SHALL BE INSTALLED PRIOR TO THE INSTALLATION OF PAVEMENT MARKINGS T \ / ' MARYLAND DOT STATE HIGHWAY ADMINISTRATION
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FIELD. IF THE CONTRACTOR PERCEIVES THAT A CONFLICT BETWEEN THE UTILITIES AND THE TRAFFIC R\ U.S. RTE. | AT MONTEVIDEO ROAD
SIGNAL WILL OCCUR, THE CONTRACTOR SHALL NOTIFY THE APPROPRIATE PROJECT ENGINEER IMMEDIATELY. _4;// Sl °
| & AN .
5 RJEPLACE! L L= perec oicaczaee sesOLOvSOn | np AN BY; B. THOMPSON _ | F.A.P. NO. NH-251 - (35N I8 No.
2/14/00 S.H.A, NO. HOT6ISITE SCALE: " = 20 COUNTY: HOWARD T.1.M.S. NO. 46 95
JCR Vi Ve el Wt |/ owector Tarrc o sarery DATE: 3/14/84 LOG MILE: 13000106.10 N/A oF 32




